MATERIAL SAFETY DATA SHEET

LEVIGATED CHINA CLAY TULSI

1. Product Identification

Synonyms: China clay powder; clay; hydrated aluminium silicate; china clay; kaolinite.

CAS No.  : 1332-58-7

Molecular weight  : Not Applicable

Chemical Formula: Al2Si2O5(OH)4

Product Codes: TULSI

Company’s Name: Chhavi Microfine Products(MLA Group)

Company’s Address: 111/230, Harsh Nagar

Company’s City : Kanpur

Company’s State: UP

Company’s Country: India

Company’s Zip Code : 208012

Company’s Info Ph: 0512-291408,291409,291410

Date MSDS Prepared: 13 JUNE 94

Safety Data Review Date: 20 SEP 99

2. Composition/Information on Ingredients

Proprietary : NO

Ingredient: CLAY (KAOLIN); (KAOLIN)

Ingredient Sequence Number: 01

Percent: 98-99

NIOSH (RTECS) Number: GF1670500

CAS Number: 1332-58-7

OSHA PEL: 10MG/M3 TDUST;5RDUST

ACGIH TLV: 10MG/M3 TDUST

---------------------------------------------------------

Proprietary: NO

Ingredient: SILICA, CRYSTALLINE – QUARTZ; (QUARTZ)

Ingredient Sequence Number: 02

Percent: <0.05-0.20

NIOSH (RTECS) Number: W7330000

CAS Number: 14808-6-7

OSHA PEL   :  0.1 MG/M3 RDUST

ACGIH TLV : 0.1 MG/M3 RDUST

3. Hazards Overview

Emergency Overview

-------------------------------

CAUTION! NUISANCE DUST. MAY CAUSE IRRITATION TO RESPIRATORY AND G.I. TRACT.

Health Rating: 0-None

Flammability Rating: 0-None

Reactivity Rating      : 0-None

Contact Rating: 1-Slight

Lab Protective Equip: GOGGLES; LAB COAT

Storage Color Code   : Orange (General Storage)

Potential Health Effects

-----------------------------------

Inhalation:

Inhalation of  dust may cause irritation to the respiratory tract.

Ingestion:

Extremely large oral dosages may produce gastrointestinal disturbances.

Skin Contact:

No adverse effects expected.

Eye Contact:

No adverse effects expected but dust may cause mechanical irritation.

Chronic Exposure:

May produce chronic pulmonary fibrosis and stomach granuloma

Aggravation of Pre-existing Conditions:

No information found.

4. First Aid Measures

Inhalation:

Remove to fresh air. Get medical attention for any breathing difficulty.

Ingestion:

Not expected to require first aid measures.

Skin Contact:

Immediately flush skin with plenty of water for at least 15 minutes. Remove contaminated clothing and shoes. Wash clothing before reuse. Thoroughly clean shoes before reuse. Get medical attention if irritation develops.

Eye Contact:

Immediately flush eyes with plenty of water for at least 15 minutes, lifting upper and lower eyelids occasionally. Get medical attention if irritation persists.

5. Fire Fighting Measures

Fire:

Not considered to be a fire hazard.

Explosion:

Not considered to be an explosion hazard.

FireExtinguishing Media:

Use any means suitable for extinguishing surrounding fire

Special Information:

Use protective clothing and breathing equipment appropriate for the surrounding fire.

6. Accidental Release Measures

Ventilate area of leak or spill. Wear appropriate personal protective equipment as specified in Section 8. Spills: Sweep up and cintainerize for reclamation or disposal. Vacuuming or wet sweeping may be used to avoid dust dispersal.

7. Handling and Storage

Keeping in a tightly closed container, stored in a cool, dry, ventilated area. Protect against physical damage. Containers of this material may be hazardous when empty since they retain product residues (dust, solids); observe all warnings and precautions listed for the product.

8. Exposure Controls/Personal Protection

Airborne Exposure Limits:

OSHA Permissible Exposure Limit (PEL):

15 mg/m3 (TWA) total particulate;

5 mg/m3 (TWA) respirable fraction.

-ACGIH Threshold Limit Value (TLV):

2 mg/m3 (TWA) for respirable dust, A4 Not classifiable as a human carcinogen.

-NIOSH Recommended Exposure Limits (REL):

10 mg/m3 (TWA) total particulate.

5 mg/m3 (TWA) respirable fraction).

Ventilation System:

A system of local and/or general exhaust is recommended to keep employee exposures below the Airborne Exposure Limits. Local exhaust ventilation is generally preferred because it can control the emissions of the contaminant at its sources, preventing dispersion of it into the general work area. Please refer to the ACGIH document, Industrial Ventilation, A Manual of Recommended Practices, most recent edition, for details.

Personal Respirators (NIOSH) Approved):

If the exposure limit is exceeded, a half face dust/mist respirator may be worm for upto.
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