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Section 1 - Product and Company Identification 




Product Identification: PRECIPITATED SILICA 
Date of MSDS: 15/12/2003 Technical Review Date: N.A.

FSC: 6850 NIIN: LIIN: 00N078709
Submitter: N EN
Status Code: C
MFN: 01
Article: N
Kit Part: N

Manufacturer's Information

Manufacturer's Name: SYNTHETIC SILICA PRODUCTS
Manufacturer's Address1: 111/230, HARSH NAGAR
Manufacturer's Address2: KANPUR (U.P.)-208022
Manufacturer's Country: INDIA
General Information Telephone: 0091-512-2291408
Emergency Telephone: 0091-512-2291409
Emergency Telephone: 0091-512-2291410
MSDS Preparer's Name: N.N.KAPOOR
Proprietary: N
Reviewed: N
Published: Y
CAGE: 47695
Special Project Code: N



Section 2 - Compositon/Information on Ingredients 
 



Ingredient Name: ING 2:RSLTS OF ALL STUDIES PERFORMED BY, OR KNOWN TO, SSP INDICATE VERY LOW ORDER OF PULM ACTIVITY FOR SYNTHETIC (ING 4)
Ingredient CAS Number: Ingredient CAS Code: X
RTECS Number: 9999999ZZ RTECS Code: M
=WT: =WT Code: 
=Volume: =Volume Code: 
>WT: >WT Code: 
>Volume: >Volume Code: 
<WT: <WT Code: 
<Volume: <Volume Code: 
% Low WT: % Low WT Code: 
% High WT: % High WT Code: 
% Low Volume: % Low Volume Code: 
% High Volume: % High Volume Code:
% Text: N/K
% Enviromental Weight: 
Other REC Limits: N/K
OSHA PEL: NOT APPLICABLE OSHA PEL Code: M
OSHA STEL: OSHA STEL Code: 
ACGIH TLV: NOT APPLICABLE ACGIH TLV Code: M
ACGIH STEL: N/P ACGIH STEL Code: 
EPA Reporting Quantity: 
DOT Reporting Quantity: 
Ozone Depleting Chemical: 

Ingredient Name: ING 3:PRECIPITATED SILICAS. SSP RECOMMENDS THAT PERSONS WITH BREATHING PROBLEMS OR LUNG DISEASE SHOULD NOT WORK (ING 5)
Ingredient CAS Number: Ingredient CAS Code: X
RTECS Number: 9999999ZZ RTECS Code: M
=WT: =WT Code: 
=Volume: =Volume Code: 
>WT: >WT Code: 
>Volume: >Volume Code: 
<WT: <WT Code: 
<Volume: <Volume Code: 
% Low WT: % Low WT Code: 
% High WT: % High WT Code: 
% Low Volume: % Low Volume Code: 
% High Volume: % High Volume Code:
% Text: N/K
% Enviromental Weight: 
Other REC Limits: N/K
OSHA PEL: NOT APPLICABLE OSHA PEL Code: M
OSHA STEL: OSHA STEL Code: 
ACGIH TLV: NOT APPLICABLE ACGIH TLV Code: M
ACGIH STEL: N/P ACGIH STEL Code: 
EPA Reporting Quantity: 
DOT Reporting Quantity: 
Ozone Depleting Chemical: 

Ingredient Name: ING 4:IN DUSTY AREAS UNLESS A PHYSICIAN APPROVES AND CERTIFIES THEIR FITNESS TO WEAR RESPIRATORY PROTECTION.
Ingredient CAS Number: Ingredient CAS Code: X
RTECS Number: 9999999ZZ RTECS Code: M
=WT: =WT Code: 
=Volume: =Volume Code: 
>WT: >WT Code: 
>Volume: >Volume Code: 
<WT: <WT Code: 
<Volume: <Volume Code: 
% Low WT: % Low WT Code: 
% High WT: % High WT Code: 
% Low Volume: % Low Volume Code: 
% High Volume: % High Volume Code:
% Text: N/K
% Enviromental Weight: 
Other REC Limits: N/K
OSHA PEL: NOT APPLICABLE OSHA PEL Code: M
OSHA STEL: OSHA STEL Code: 
ACGIH TLV: NOT APPLICABLE ACGIH TLV Code: M
ACGIH STEL: N/P ACGIH STEL Code: 
EPA Reporting Quantity: 
DOT Reporting Quantity: 
Ozone Depleting Chemical: 

Ingredient Name: OTHER PREC:BELOW PERMISSIBLE EXPOSURE LIMITS. OBSERVANCE OF LOWER LIMITS IS ADVISABLE.
Ingredient CAS Number: Ingredient CAS Code: X
RTECS Number: 9999999ZZ RTECS Code: M
=WT: =WT Code: 
=Volume: =Volume Code: 
>WT: >WT Code: 
>Volume: >Volume Code: 
<WT: <WT Code: 
<Volume: <Volume Code: 
% Low WT: % Low WT Code: 
% High WT: % High WT Code: 
% Low Volume: % Low Volume Code: 
% High Volume: % High Volume Code:
% Text: N/K
% Enviromental Weight: 
Other REC Limits: N/K
OSHA PEL: NOT APPLICABLE OSHA PEL Code: M
OSHA STEL: OSHA STEL Code: 
ACGIH TLV: NOT APPLICABLE ACGIH TLV Code: M
ACGIH STEL: N/P ACGIH STEL Code: 
EPA Reporting Quantity: 
DOT Reporting Quantity: 
Ozone Depleting Chemical: 

Ingredient Name: OTHER PROT EQUIP:PERSONAL PROT CLTHG & USE OF EQUIP MUST BE I/A/W 29 CFR 1910.132 & 29 CFR 1910.133.
Ingredient CAS Number: Ingredient CAS Code: X
RTECS Number: 9999999ZZ RTECS Code: M
=WT: =WT Code: 
=Volume: =Volume Code: 
>WT: >WT Code: 
>Volume: >Volume Code: 
<WT: <WT Code: 
<Volume: <Volume Code: 
% Low WT: % Low WT Code: 
% High WT: % High WT Code: 
% Low Volume: % Low Volume Code: 
% High Volume: % High Volume Code:
% Text: N/K
% Enviromental Weight: 
Other REC Limits: N/K
OSHA PEL: NOT APPLICABLE OSHA PEL Code: M
OSHA STEL: OSHA STEL Code: 
ACGIH TLV: NOT APPLICABLE ACGIH TLV Code: M
ACGIH STEL: N/P ACGIH STEL Code: 
EPA Reporting Quantity: 
DOT Reporting Quantity: 
Ozone Depleting Chemical: 

Ingredient Name: SILICA GEL; (SIO*2 HYDRATE)
Ingredient CAS Number: 112945-52-5 Ingredient CAS Code: M
RTECS Number: VV7310000 RTECS Code: M
=WT: =WT Code: 
=Volume: =Volume Code: 
>WT: >WT Code: 
>Volume: >Volume Code: 
<WT: <WT Code: 
<Volume: <Volume Code: 
% Low WT: % Low WT Code: 
% High WT: % High WT Code: 
% Low Volume: % Low Volume Code: 
% High Volume: % High Volume Code:
% Text: 87
% Enviromental Weight: 
Other REC Limits: N/K
OSHA PEL: 6 MG/M3 OSHA PEL Code: M
OSHA STEL: OSHA STEL Code: 
ACGIH TLV: 10 MG/M3 ACGIH TLV Code: M
ACGIH STEL: N/P ACGIH STEL Code: 
EPA Reporting Quantity: 
DOT Reporting Quantity: 
Ozone Depleting Chemical: N

Ingredient Name: SUPDAT:IN THE ANIMAL'S LUNGS, MOST OF THE DEPOSITED MATL WAS CLEARED SOON AFTER THE DUST EXPOSURE ENDED. THE (ING 3)
Ingredient CAS Number: Ingredient CAS Code: X
RTECS Number: 9999999ZZ RTECS Code: M
=WT: =WT Code: 
=Volume: =Volume Code: 
>WT: >WT Code: 
>Volume: >Volume Code: 
<WT: <WT Code: 
<Volume: <Volume Code: 
% Low WT: % Low WT Code: 
% High WT: % High WT Code: 
% Low Volume: % Low Volume Code: 
% High Volume: % High Volume Code:
% Text: N/K
% Enviromental Weight: 
Other REC Limits: N/K
OSHA PEL: NOT APPLICABLE OSHA PEL Code: M
OSHA STEL: OSHA STEL Code: 
ACGIH TLV: NOT APPLICABLE ACGIH TLV Code: M
ACGIH STEL: N/P ACGIH STEL Code: 
EPA Reporting Quantity: 
DOT Reporting Quantity: 
Ozone Depleting Chemical: 


Section 3 - Hazards Identification, Including Emergency Overview
 



Health Hazards Acute & Chronic: ACUTE:EXCESS CONT W/POWDER CAN CAUSE DRYING OF MUC MEMB OF NOSE, EYES, & THROAT DUE TO ABSORP OF MOISTURE & OILS. MATL CAN ALSO CAUSE NASAL IRRIT & NOSEBLEEDS. EYE CONT W/POWDER CAN RSLT IN MILD IRRIT . CHRONIC:EPIDEMIOLOGICAL STUDY WAS CONDUCTED WHICH INCL 165 PRECIPITATED SILICA WORKERS WHO HAD BEEN (EFTS OF OVEREXP) 

Signs & Symptoms of Overexposure: 
HLTH HAZ:EXPOSED AN AVERAGE TIME SPAN OF 8.6 YRS. OF THESE 165 WORKERS, 44 HAD BEEN EXPOS FOR AVERAGE OF 18 YRS. NO ADVERSE EFTS WERE NOTED IN COMPLETE MED EXAMINATIONS (INCL CHEST ROENTGENOGRAMS) OF THESE WORKERS. PULM FUNC DECREMENTS WERE CORRELATED ONLY W/SMKNG & AGE BUT NOT W/DEGREE/DURATION OF DUST EXPOS. (SUPDAT) 

Medical Conditions Aggravated by Exposure: 
NONE KNOWN. 

LD50 LC50 Mixture: NONE SPECIFIED.

Route of Entry Indicators: 

Inhalation: YES 

Skin: YES 

Ingestion: YES

Carcenogenicity Indicators 

NTP: NO 

IARC: NO 

OSHA: NO

Carcinogenicity Explanation: NOT RELEVANT. 


Section 4 - First Aid Measures 
 



First Aid: 
INGEST:CALL MD IMMEDIATELY (FP N). INHAL:REMOVE TO FRESH AIR. IF IRRIT OR DISCOMFORT PERSISTS, CONSULT A PHYSICIAN. EYE OR SKIN CONTACT:IF POWDER ENTERS EYES, FLUSH WITH PLENTY OF WATER FOR AT LEAST 1 5 MINUTES. IF IRRIT/DISCOMFORT OCCURS, CONSULT PHYSICIAN. NOTES TO PHYS (INCLUDING ANTIDOTES): TREAT SYMPTOMATICALLY. 



Section 5 - Fire Fighting Measures 
 



Fire Fighting Procedures: 
NOT APPLICABLE. USE NIOSH APPROVED SCBA & FULL PROTECTIVE EQUIPMENT (FP N). 
Unusual Fire or Explosion Hazard: 
NONE. 
Extinguishing Media: 
NOT APPLICABLE. MEDIA SUITABLE FOR SURROUNDING FIRE (FP N).
Flash Point: Flash Point Text: NONE

Autoignition Temperature: 
Autoignition Temperature Text: N/A 

Lower Limit(s): N/A 

Upper Limit(s): N/A


Section 6 - Accidental NK-3 



Spill Release Procedures: 
VACUUM SPILLED MATERIAL AND PLACE IN CLOSED PLASTIC BAGS FOR DISPOSAL. SEE SPECIAL PROTECTION INFORMATION SECTION. 



Section 7 - Handling and Storage 



Handling and Storage Precautions: 
Steps If Malt Released / Spill: EVACUATE AREA OF ALL UNNECESSARY PER. WEAR SUITABLE PROT EQUIP LISTED UNDER EXPOS / PERSONAL PROT. ELIMINATE ANY IGNIT SOURCES UNTILL AREA IS DETERMIND TO BE FREE FROM EXPLOS/FIRE HAZ. CONTAIN RELEASE AND ELIMINATE ITS SOURCE , IF THIS CAN (SUPP DATA)

Neutralizing Agent: NONE SPECIFIED BY MANUFACTURE.

Waste Disposal Method : MATL DOES NOT HAVE AN EPA WASTE NUMBER & IS NOT A BE ACCOMPLISHED . ALWAYS CONTACT PERMITTED WASTE DISPOSER (TSD) TO ASSURE COMPLIANCE WITH ALL CURRENT LOC, STATE & FED REGS.

Precautions – Handling / Storing : KEEP CNTNR TIGHTLY CLSD. DO NOT BREATHE DUST . DO NOT GET IN EYES . AVOID PRLNGD/RPTD, SKIN CNTCT. WHEN POURING INTO 

Other Precaution : NONE SPECIFIED.



Section 8 - Exposure Controls & Personal Protection 



Repiratory Protection: 
USE NIOSH APPRVD DUST FILTER RESP FOR EXPOS ABOVE PEL EXPOS LIMITS. RESP USE LIMITATIONS MADE BY NIOSH/MFR MUST BE OBSERVED. RESP PROT PROGRAMS MUST BE I/A/W 29 CFR 1910.134. 
Ventilation: 
GENERAL/LOCAL EXHAUST SUFFICIENT TO MAINTAIN EMPLOYEE EXPOSURE BELOW PEL EXPOSURE LIMITS.
Protective Gloves: 
CLOTH, LEATHER, OR RUBBER GLOVES.
Eye Protection: ANSI APPRVD CHEM WORKERS GOGGLES (FP N).


Other Protective Equipment: ANSI APPRVD EYE WASH & DELUGE SHOWER (FP N). BOOTS, APRONS/CHEM SUITS SHOULD BE USED WHEN NEC TO PVNT SKIN CONT.

Work Hygenic Practices: WASH THOROUGHLY EVERYDAY AFTER WORK. DO NOT EAT, DRINK OR SMOKE IN WORK AREA.
Supplemental Health & Safety Information: pH OF SOLN:6.5-7.3 (5% SUSPENSION). MATLS TO AVOID:ADDITIVES MAY ALTER TOX PROPERTIES. EFTS OF OVEREXP:LAB STUDIES HAVE ALSO BEEN CONDUCTED IN SM ANIMALS VIA INHAL TO LEVELS OF PRECIPITATED SILICA DUS T OF UP TO 126 MG/CU.M FOR PERIODS FROM6 MONTHS TO 2 YRS. ALTHOUGH PRECIPITATED SILICA WAS TEMPORARILY DEPOSITED(ING 2) 



Section 9 - Physical & Chemical Properties 



Net Property Weight for Ammo: 
Boiling Point: Boiling Point Text: N/A
Melting Point: 311(C, 171(C
Decomposition Point: Decomposition Text: N/A
Vapor Pressure: NONE Vapor Density: N/A
Percent Volatile Organic Content: 
Specific Gravity: 2.2 (H*20=1)
Volatile Organic Content Pounds per Gallon: 
pH: SUPDAT
Volatile Organic Content Grams per Liter: 
Viscosity: N/P
Evaporation Weight and Reference: NOT APPLICABLE
Solubility in Water: ESSENTIALLY INSOL.
Appearance and Odor: WHITE, ODORLESS POWDER.
Percent Volatiles by Volume: N/A
Corrosion Rate: N/A



Section 10 - Stability & Reactivity Data 



Stability Indicator: YES
Materials to Avoid: 
AVOID ALTERATION OF PROD PROPERTIES BEFORE USE. CALCINING, WHICH MAY RSLT IN CRYSTALLINE FORMATION/MIXING WITH (SUPDAT)
Stability Condition to Avoid: 
HIGH TEMPERATURES (>800 C) TREATMENT (CALCINING).
Hazardous Decomposition Products: 
NONE.
Hazardous Polymerization Indicator: NO
Conditions to Avoid Polymerization: 
NOT RELEVANT.



Section 11 - Toxicological Information 



Toxicological Information: 
N/A 



Section 12 - Ecological Information 



Ecological Information: 
N/A 



Section 13 - Disposal Considerations 



Waste Disposal Methods: 
WASTE FROM THIS PRODUCT MAY BE DISPOSED OF IN SANITARY LANDFILL IF FEDERAL, STATE AND LOCAL REGULATIONS PERMIT. CARE SHOULD BE EXERCISED TO AVOID CREATION OF DUST DURING DISPOSAL OPERATIONS. 



Section 14 - MSDS Transport Information 



Transport Information: 
Fine dust, needs to be handled without jerk while loading and unloading to avoid unnecessary flyover to form fine cloud of material.


Section 15 - Regulatory Information 



SARA Title III Information: 
N/A 
State Regulatory Information: 
N/A 



Section 16 - Other Information 



Other Information: 
N/P 

HAZCOM Label Information 

Label Required: YES

Common Name : AMORPHOUS SILICA, PRECIPITATED SILICIC ACID , 7734 U

Chronic Hazard : YES

Signal Word: CAUTION!

Acute Health Hazard- Slight: X

Contact Hazard – slight : X

Fire Hazard – None : X

Reactivity Hazard – None : X

Special Hazard precaution : ACUTE: MAY BE IRRITATING TO SKIN, EYES AND MUCOUS MEMBRANES. PROLONGED OR REPEATED INHAL MAY CAUSE DAMAGE TO RESP SYSTEM. AMY IRRITATE EYES ON CONTACT. CHRONIC: PROLONGED OR REPEATED INHALATION OF DUST MAY CAUSE DAMAGE TO RESP SYSTEM.

Protect Eye: Y

Protect Skin : Y

Protect Respiratory : Y

Label Name : SYNTHETIC SILICA PRODUCTS

Label Address : 111/230 , Harsh Nagar

Label City : Kanpur

Label State: UP

Label Zip Code : 208012

Label Country : India

Label Emergency Number : 0091-512-2290057 

Contact Hazard: Slight
Fire Hazard: None
Reactivity Hazard: None
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